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GEMAK – ANGELOS SOTIRAS ASPRODUCTS 
 

 

VANĂ DE CONTROL HIDRAULIC CU PISTON 
HYDRAULIC VALVE WITH PISTON 

AS-P/Y, AS-P/T 
 
 

CARACTERISTICI TEHNICE: TECHNICAL FEATURES: 
DIAMETRE : Τip Υ cu racord filetat 1 ½” ... 3” SIZES : Type Y threaded 1 ½” up to 3” 

: Τip Υ cu flanşe plate DN 50 … DN 450 : Type Y flanged DN 50 up to DN 450 
: Τip Τ cu flanşe plate DN 50 … DN 100 : Type T DN 50 up to DN 100 

PRESIUNE DE 
LUCRU : PN10, PN16, PN25, PN40 
TEMPERATURA 
DE LUCRU : -10οC … +80 οC 

WORKING 
PRESSURE : PN10, PN16, PN25, PN40 
WORKING 
TEMPERATURE : -10οC up to +80 οC 

: -10οC … +500 οC (comandă specială) : -10οC up to +500 οC (special constr.) 
VOPSIRE : Εpoxy grosime 200 µ.m COATING : Epoxy 200µ. 

: Acoperire specială pentru temperaturi înalte 
1.500 µm. (comandă specială). 

: Special coating for high temperatures 
1.500 µ. (special construction) 

 

 
 

MATERIALE COMPONENTE: MATERIALS: 
Corp : GGG40-50, DIN1693 / EN1563 Body : GGG40-50, DIN1693 / EN1563 
Capac piston : INOX AISI 304 / INOX AISI 316 Piston Cover : INOX AISI 304 / INOX AISI 316 
Ax piston : Oţel inox  X20Cr13 

EN10088-3 
Actuator shaft : Stainless steel X20Cr13 EN10088-3 

Arc : Oţel inox AISI 302 Spring : Stainless steel AISI 302 
Piston : Bronz fosforos RG5 Piston : Phosphorous bronze RG5 
Etanşare : PN10,16,25: bronz RG5 Sealing seat : PN10,16,25: bronze RG5 

PN40: INOX AISI 316 PN40: INOX AISI 316 
O-Ring : EPDM O-Ring : EPDM 
Elanşare 
cauciuc 

: EPDM / VITON / FFKM Elastic sealing : EPDM / VITON / FFKM 

Racorduri : PN10,16: RILSAN Pipes : PN10, 16: RILSAN 
PN25: Bronz PN25: Bronze 
PN40: INOX AISI 316 PN40: INOX AISI 316 

Robineţi cu sferă şi 
fitinguri 

: Bronz Mini valves and 
control fittings 

: Bronze 

Şuruburi şi piuliţe : INOX AISI 304 Bolts and screws  : INOX AISI 304 
 
 

PILOT 
PILOT 

 
PΙSTON 
PISTON 

 
ROBINET SFERIC  
OUTLET MINI VALVE 

SURUB REGLAJ VANA PILOT 

 PILOT ADJUSTING SCREW 

 
 
 

RACORD INOX 
INOX PIPE 

 
 
 
 
 

CORP 
 VALVE BODY 

 
ROBINET SFERIC  
INLET MINI VALVE        REDUCTOR PRESIUNE CU PISTON AS-P/Y-20 

PISTON PRESSURE REDUCING VALVE AS-P/Y-20 

 
ΜΑΝΟΜΕΤRU 
PRESSURE GAUGES 
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GEMAK – ANGELOS SOTIRAS ASPRODUCTS 
 

AS-P/Y, AS-P/T 
DESCRIERE DESCRIPTION 

• Vană hidraulică cu cameră dublă cu piston AS-P/Y 
(corp Y) sau AS-P/T (corp de colţ în T). 

• Hydraulic double chamber valve with piston, 
type AS-P/Y (Y configuration) & 
AS-P/T (angle configuration). 

 
 

MODUL DE LUCRU OPERATION 
• Varianta de vană hidraulică cu piston este utilizată atunci 

când presiunea de lucru este foarte mare. Versiunile 
disponibile sunt AS-A/Y & AS-A/T 

•  Ca variantă se poate folosi acţionarea electrică pentru     
deschidere parţială sau totală 

• Se poate monta indicator de poziţie pe piston. 
• Prin montarea diferitelor vane pilot şi a electroventilelor 

sunt posibile numeroase configuraţii pentru o gamă de 
utilizări foarte variată. 

• Vana de reglare hidraulică poate fi utilizată ca 
reductor de presiune fără să fie necesar un pilot de 
comandă atunci când se cunoaşte presiunea de ieşire 
necesară.. 

• Sunt disponibile variante speciale pentru utilizarea în 
instalaţii de stins incendii. 

• The piston valve is used in cases where the network 
pressure is very high. It is available in all types of 
valves AS-A/Y & AS/T. 

•  There is the possibility of electrical operation for 
partial or total opening. 

• There is the possibility of piston position indicator. 
• By mounting various pilots or electromagnetic valves 

on their body, a large range of applications is 
achieved. 

• The valve can be used as a pressure reducing valve 
without the use of a pilot, as long as the operating 
pressure on the exit it is known. 

• It is available as a special construction for fire 
networks. 

 
REGLARE REGULATION 

• Acurateţe reglaj 0,10~0,20 atm. • Configuration scale 0,10~0,20 atm. 
 
 
 

DIMENSIUNI ŞI GREUTĂŢI DIMENSIONS & WEIGHTS 

 
 

DIMENSIUNI CORP “Υ” / “Υ” CONFIGURATION 
 
DN 

h 
(mm) 

L  
(mm) 

H  
(mm) 

W  
(mm) 

Greutate 
Weight 
(kg)  50 82.5 205 227 165 10 

 65 92.5 205 237 185 12 
 80 100 260 280 200 20 
100 117.5 325 315 220 35 
125 135 325 330 220 47 
150 150 420 426 320 76 
200 180 500 754 390 122 
250 212.5 605 640 480 216 
300 242.5 725 704 550 390 
350 277.5 725 737 550 400 
400 310 1010 919 880 800 
450 320 1010 963 880 810 

 

DIMENSIUNI CORP “Τ” / “T” CONFIGURATION 
 
DN 

h 
(mm) 

L 
(mm) 

H 
(mm) 

W 
(mm) 

Weight 
(kg) 

50 76 190 205 153 12.50 
65 92 205 205 185 17.50 
80 100 220 288 200 26.50 
100 110 295 304 220 40 

DIMENSIUNI CORP “Υ” FILET/ “Y” CONFIG. THREADED 
 

Inch h 
(mm) 

L 
(mm) 

H 
(mm) 

W 
(mm) 

Weight 
(kgr) 

1 ½” 42 155 187 125 6 
2 42 155 187 125 6 

2 ½” 50 200 196 125 8 
3” 58 260 267 165 16 
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