valve & automation

ELECTRIC ACTUATED
STAINLESS STEEL

BALL VALVE
(TORK-KV.903, EAV-903)

Ball Valve Details

Body . SS316

Disc . SS316

Cover Flange 1 1SO5211

Connection Standard : B21BS211973 DIN 259/2999 NPT
Working Pressure : PN 63 bar (1/2".11/4™), 50 bar (11/2"..4")
Way 2 2/2

Size N Vi

Applications .« Chemical Industry

» For acids and chemical controls
* For purpose of drain and stopper at
the end of the line
* Treatment plants
* Stainless Steel Resistant Fluid Types
Sealing :PTFE

Electric Actuator Details

Type : On-off, on request proportional (Except TREA40)
Protection Class 1 IP67, on request IP68

ATEX Protection Class : Il 2G Ex db IIC T4 GB (on request )
Dehumidification 1 5 W Heater Against Humidity

Working Voltage 1 220VAC, 24VDC, 380VAC

(Only On-Off position and from TREA150)
Working Temperature : -20°C..+70°C (-50°C..80°C)

Torque Range 1 40NmM..1200 Nm

Body » Aluminium Extrusion

Valve Connection : Suitable for specified connection dimensions of
ISO 521

Position Indicator : Open/ Close

Alternative Operation : Manual Handle or on Pcb
On Request Annexes : Potentiometer Annexes, Current Up to Position
Output Annex (4..20 mA), Chargeable Battery Unit, LCU, Flame Proof

www.smstork.com



“tork-

valve & automation

» BALL VALVE SIZE

E

S S A, G e, S | M e e, T it U
(10)(11X12)13)014) 516)17Y18)
GO EAlo ) QOB | =
Far \: | = PRESSURE-TEMPERATURE
N | | CONNECTION
."-‘\ \ | 1400 :
ONN\\\#4
e i S /< "[ \19) _ ™ T o
}'.:f‘ g gt T LOCK & 10 18 3

4 e i a ]
(B b J ~ Voo x 6 AN & o
b Y T —— | 7 e \7 \J) 8 \\ =) a ;\
£ W /Fh‘-----_ il oo \\ =485
=/ o ; G A< _,J" x N @ o
:l/ -\"-. | = S {0 \ o 51
ot R e | | e - N
'/’?"\\ i L \ i
(3 )— — 77 :
Py - 7 | 0 100 200 30 400 500°F
: 2 T 1 I L T T L] L 1
:‘:.--< ] " % oW ® oW e
\L, L TEMPERATURE

THREAD
SIZE @D L+2 | H Ex3 T s oDl Li2 20 KV

DN INCH N N T oKkl @K VALUES

15 /2" B 75 380 140 | 9 9 | 218 70 FO3 FO4 | 200 97

20 3/4" 20 | 80 | 470 140 | 9 9 | 272 | 85  FO3 FO4 | 210 | 182

25 i 25 90 572 | 154 T M | 340 95 | FO4  FO5 | 210 303

32 1-1/4" | 32 MO 625 | 154 T M | 427 10 | FO4 | FO5 275 493

40 1-1/2" | 38 | 120 | 775 184 | 14 14 | 488 | 120 @ FO5 | FO7 | 265 692

50 g 50 | 162 | 865 184 14 14 | 612 | 142 FO5 FO7 | 310 1297

65 2-1/2" 65 | 162 1080 261 17 17 | 740 | 168 FO7 FIO | 280 2292

80 3" 80 | 184 | M50 261 | 17 | 17 900 182 FO7 FIO | 335 | 3589

100 4 100 | 228 1410 337 | 22 | 22 | TN56 227 | FIO | FI2 410 6746

Ball Valve Code 1 Tork-KV.903

Electric Actuated Ball Valve Code : EAV-903
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