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ROBINET DE RETINERE CU DISC,
PRINDERE INTRE FLANSE,
PN 16 DN 15-200
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DESIGN TS 11873
MATERIALE Prindere cu flange 150 7005-2
) Materlale Teste EN 12266-1
Nr.Crt|  Descriere DN 15..100 DN 125...200 = ATING PRESIUNE
1 Corp Alama CuZn4(0Pb2 Fonta GGG50 TEMPERATURA
2 Ghidaj disc Otel inox Fonta GGG50 oc
3 Disc Otel inox Fonta GGG50 -10...+120
4 Arc elicoidal Otel inox Otel inox PN 16
ROBINET DE RETINERE CU DISC
DN 15 | 20 | 25 [ 32 | 40 | 50 | 65 | 80 | 100 | 125 ] 150 | 200
o d 21 22 [235| 24
g 2 | 4um
E 2 2
£ E CU ARC E l 17 183|163 [ 162|161 | 15 | 137|125 12 | 13 | 145
E g =L
EE £ ' 23 24 | 25 26 265 30 |325]| 35
38 L
o FARA ARC = l 26 39| 4 | 42|51 |56 | 74| 15| 17 | 185
ROBINET DE RETINERE CU DISC
PH 16
DN 15 20 25 32 40 50 65 80 | 100 | 125 | 150 | 200
¢d 40 47 56 72 82 95 | 115 | 132 | 152 | 184 | 209 | 264
Dimens iuni robinet dd1 15 20 26 | 56 39 48 64 74 89 | 112 132 | 175
L 16 19 | 22 | 28 |31.6] 40 | 46 | 50 | 60 | 90 | 106 | 140
Greutate, kg 0.094|0.134({0202|0,458[0.620[0.976| 1,36 |2.078| 3.03 | 6.80[10,00]20.,00

* Valorile din tabele sunt informative si se pot modifica fara notificare prealabila
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